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BREAK DOWN EXISTING
FOUNDATION 12” (300mm)

/

}~6 (150mm)

12" (300mm)

o @somm-JT

/1“ (25mm) BEVEL

DIMENSION 7 (175mm) LARGER
THAN CONTROLLER BASE
DIMENSION, BOTH DIRECTIONS

9 (230mm- |

6 (150mm) —=i

EXISTING CONDUIT —/E

2" (50mm}, 4 (100mm)
& 4" (100mm)

EXISTING TYPE D

(CONTROLLER) FOUNDATION

MODIFY EXISTING TYPE ““D* FOUNDATION

12" (300mm} - TE

4 (150mm)—

367
(310mm)

LmJ X\‘.gu @
9" (225mm)

8" (150mm)

S NEW ANCHOR B0LTS

A No. 3 DOWEL 1'-6" (450mm) LONG

ON 12" {300mm) CENTER (8 REQ'D)

NEW TYPE "D (MODIFIED)
FOUNDATION

25mm)

(NOT TO SCALE)

ITEM NO.'

IDENTIFICATION

OUTLET BOX- GALV. 21 CU,IN

1

(0.000344 _CtU-M)

LAMP HOLDER AND COVER

OUTLET BOX COVER

RUBBER _COVER GASKET

2.

NOTES:

ALL ELECTRICAL ITEMS, EXCEPT ITEMS *2 AND *11 SHALL BE ALUMINUM OR
GALVANIZED

ITEM *1- 0Z/GEDNEY FSX-1-50 OR EQUIVALENT

NOTES:
1. REMOVAL OF EXISTING CONDUIT FROM THE HANDHOLE

AND THE INSTALLATION OF THE CONDUIT BUSHING
SHALL BE INCIDENTAL TO THE HANDHOLE.
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